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tds bucket with lid : bui-0001-010

w www.plastibac.eu

ITEM  Bucket   BUI-9000-010
  Lid   BUI-9001-010

Dimensions Capacity  5.8 lt.
  Upper Diameter (A) 211 mm
  Lower Diameter (B) 188 mm
  Height (H)  195 mm without lid
     197 mm with lid
  Lid Diameter (C)  218 mm
Weight  Bucket   211 g
  Lid   61 g

Tollerance Measurements ± 0.5 % capacity ± 3% weight ± 5%

MATERIAL Bucket   Polypropylene suitable for contact with food
  Lid   Polypropylene suitable for contact with food

PRINTING IML  YES
  SILKSCREEN YES
  OFFSET  NO

PACKING BUCKET  Pallet size (cm) 100 x 120 x h 130
    Kind of pallet  Buckets per pallet
    Buckets per pallet 667
  LID  Pallet size (cm) 100 x 120 x h 260
    Kind of pallet Lids per boxes
    Lids per boxes 210
    Boxes per pallet 20
    Lids per pallet 4200

USE  STATIC STACKING 6 BUCKETS
	 	 	 	 	 Conditions:	 -	product	specific	weight:	1,0	kg/dm3
       - room temperature: from 20 °C till 25 °C
       - stacking period: 60 days
	 	 Suitability	food	contact	 	 Qualyfing	product	to	the	Community	legislation
	 	 	 	 	 	 CE(Reg.1935/2004/CE,	Reg.1895/2005	CE,	
	 	 	 	 	 	 Reg.10/2011/UE,	Reg.2023/2006/CE	and	its	subsequent	
	 	 	 	 	 	 amendments.)	and	to	the	Italian	legislation	(DRP777/82	
	 	 	 	 	 	 and	its	subsequent	amendments).
  Environmental inf.  The pack is completely recyclable
	 	 Storage	 	 	 	 Polyethylene/	Polypropylene	has	to	be	stocked	by	
	 	 	 	 	 	 protecting	it	from	direct	UV	rays	which	could	damage	quality
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ITEM MU5700M4 
ITEM  Bucket   MU5700M4 

               

Lid COMU6400 
COMU6400TS 
COMU6400TS2 
for  thermo sealing 
use 
COMU6400T for 
Tintometric use     
COMU6400F with  
pouring device        

DESCRIPTION  Dimensions   

Capacity 5.8 lt.   
Upper Diameter (A) 211 mm  
Lower Diameter (B) 188 mm  
Height (H) 195 mm without lid  

197 mm with lid 
 

Lid Diameter (C)  218 mm  

Weight Bucket 211 g 

 Lid 
Lid for thermo-sealing use 
Lid for thermos sealing use St.2 
Lid for Tintometric use 
Lid with pouring device  

61 g 
60 g 
54 g 
48 g 
83 g 

Tollerance Measurements  ± 0.5 %        capacity  ± 3%      weight  ± 5% 
MATERIAL  Weight Polypropylene suitable for contact with food  

Lid Polypropylene suitable for contact with food  
PRINTING All details for graphics can 

be enquired to our 
Graphic Dept. 

Kind of 
PRINTING 

Availabi
lity 

Arranged 
Mould  

IML YES YES 
SILKSCREEN YES YES 
OFFSET NO NO 

 

 

PACKING  BUCKET Pallet size (cm) 100 x 120 x h 130 
  Kind of pallet  Buckets per pallet 
  Buckets per pallet 667  

 LID Pallet size (cm) 100 x 120 x h 260 
  Kind of pallet    Lids per boxes 
  Lids per boxes 

Boxes per pallet 
Lids per pallet 

210 
20 
4200 

 

USE  
STATIC STACKING 

 
6 BUCKETS 
 

 

Conditions: - product specific weight: 1,0 kg/dm3 
- room temperature: from 20 °C till 25 °C 
- stacking period: 60 days 

 Sutiability for food 
contact 

Qualyfing product to the Community legislation CE( Reg.1935/2004/CE, 
Reg.1895/2005/CE, Reg.10/2011/UE, Reg.2023/2006/CE and its subsequent 
amendments.) and to the Italian legislation ( DRP777/82 and its subsequent 
amendments). 
 

 Environmental inf. The pack is completely recyclable 
 Storage  Polyethylene/ Polypropylene has to be stocked by protecting it from 

direct UV rays which could damage quality 
The final user is highly recommended to test the suitability of the items in real working conditions; samples may be requested  
directly to ISIPlast sales Dept. Isi Plast is not responsible for defects of the sold goods due to conditions and actions of storage and/or overlapping of 
pallets by the Customer/User. 
The technical features could be changed without any notice. For any further information please contact: ISI PLAST S.p.A. Tel +039 0522 733811 Fax +039 
0522 642897 E-mail isiplast@isiplast.com 


